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AMENDMENTS TO THE CLAIMS 

The following listing of claims will replace all prior versions, and listings, of 
claims in the application: 

Listing of Claims: 

1 (Currently amended) A combined equipment selection system 
comprising: 

a plurality of user terminal devices each having an operation section and a 
display section and connected to a communication network and 

a host computer connected to said communication network for 
communicating with said plurality of user terminal devices and obtaining user 
information from said user terminal devices, 

said combined equipment selection system receiving service equipment 
information on a service equipment which a user wishes to use, entered by said user 
from said operation section of said user terminal device, selecting one or more other 
combined equipment which is different from said service equipment and is suitable 
for being combined with said service equipment based on said service equipment 
information, and displaying selection information on said combined equipment onto 
said display section of said user terminal device, 

wherein each of said plurality of user terminal devices includes: 

a usor informat i on memory means for storing said user 
information entered from said operation section, 
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a constant data memory means for storing constant data on 
said service equipment and said one or more other combined 
equipment, 

a comb i n e d equ i pm e nt selection means for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section, and said 
constant data which has been stored i n s aid constant data memory 
m e ans , and 

a so l oction information disp l ay control means for requesting a 
display permission from said host computer for displaying said 
selection information selected by said comb i n e d equipment so l oct i on 
means for carrying out the selection operation onto said display section 
on condition that said user information and said selection information 
are transmitted to said host computer, and displaying said selection 
information onto said display section only when said display permission 
is obtained from said host computer; and 
wherein said host computer includes an i nformat i on memory ajneans for 
storing said user information and said selection information obtained from said user 
terminal device, and a disp l ay permiss i on transmiss i on means for transmitting said 
display permission to said user terminal device when said user information and said 
selection information are entered from said user terminal device. 

Page 3 of 27 



Application No.: 10/529160 
Amendment Dated: December 7, 2007 
Reply to Office action of August 7, 2007 



2. (Currently amended) A combined equipment selection system 
comprising: 

a plurality of user terminal devices each having an operation section and a 
display section and connected to a communication network and 

a host computer connected to said communication network for 
communicating with said plurality of user terminal devices and obtaining user 
information from said user terminal devices, 

said combined equipment selection system receiving service equipment 
information on a service equipment which a user wishes to use, entered by said user 
from said operation section of said user terminal device, selecting one or more other 
combined equipment which is different from said service equipment and is suitable 
for being combined with said service equipment based on said service equipment 
information, and displaying selection information on said combined equipment onto 
said display section of said user terminal device, 

wherein each of said plurality of user terminal devices includes: 

a usor i nformat i on memory means for storing said user 
information entered from said operation section, 

a constant data memory means for storing constant data on 
said service equipment and said one or more other combined 
equipment, 

a variab l e data memory means for storing variable data out of 
data necessary for selecting said combined equipment, transmitted 
from said host computer via said communication network, 
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a combinod equ i pment se l ection means for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section, said 
constant data stored in said constant data memory means and said 
variable data which has been stored i n said variab l o data memory 
means , and 

a se l ect i on i nformat i on d i sp l ay contro l means for requesting a 
display permission from said host computer for displaying said 
selection information selected by said combinod equ i pment se l ect i on 
means for carrying out the selection operation onto said display section 
on condition that said user information and said selection information 
are transmitted to said host computer; confirming whether or not said 
variable data are updated when said display permission is obtained 
from said host computer; and displaying said selection information onto 
said display section if said variable data are not updated, or displaying 
said selection information onto said display section after causing said 
combined equipment selection means to carry out again said selection 
operation if said variable data are updated, and 
wherein said host computer includes an i nformat i on memory ajneans for 
storing said user information and said selection information obtained from said user 
terminal device, a|nd a display permiss i on transm i ss i on means for transmitting 
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updated said variable data and said display permission to said user terminal device 
when said user information and said selection information are entered from said 
user terminal device. 

3. (Currently amended) A combined equipment selection system 
comprising: 

a plurality of user terminal devices each having an operation section and a 
display section and connected to a communication network and 

a host computer connected to said communication network for 
communicating with said plurality of user terminal devices and obtaining user 
information from said user terminal devices, 

said combined equipment selection system receiving service equipment 
information on a service equipment which a user wishes to use, entered by said user 
from said operation section of said user terminal device, selecting one or more other 
combined equipment which is different from said service equipment and is suitable 
for being combined with said service equipment based on said service equipment 
information, and displaying selection information on said combined equipment onto 
said display section of said user terminal device, 

wherein each of said plurality of user terminal devices includes: 

a usor i nformat i on memory means for storing said user 
information entered from said operation section, 

a constant data memory means for storing constant data on 
said service equipment and said one or more other combined 
equipment, 
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a var i able data memory means for storing variable data out of 
data necessary for selecting said combined equipment, transmitted 
from said host computer via said communication network, 

an updato a means for receiving said variable data from said 
host computer on condition that said user information is transmitted to 
said host computer, and updating said variable data which has been 
stored i n said var i able data m e mory moans, 

a combined equipment selection means for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section, said 
constant data stored in said constant data memory means and said 
variable data which has been stored i n sa i d var i able data memory 
means , and 

a soloct i on informat i on disp l ay contro l means for requesting a 
display permission from said host computer for displaying said 
selection information selected by said comb i ned equ i pm e nt select i on 
means for carrying out the selection operation onto said display section 
on condition that said selection information is transmitted to said host 
computer, and displaying said selection information onto said display 
section when said display permission is obtained from said host 
computer, and 
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wherein said host computer includes; 

an i nformat i on memory a means for storing said user 
information obtained from said user terminal device and said selection 
information, and 

a disp l ay p e rmission transmiss i on means for transmitting 
updated said variable data to said user terminal device when only said 
user information is entered from said user terminal device, or 
transmitting said display permission to said user terminal device when 
said selection information is entered from said user terminal device. 

4. (Currently amended) A combined equipment selection system 
comprising: 

a plurality of user terminal devices each having an operation section and a 
display section and connected to a communication network and 

a host computer connected to said communication network for 
communicating with said plurality of user terminal devices and obtaining user 
information from said user terminal devices, 

said combined equipment selection system receiving service equipment 
information on a service equipment which a user wishes to use, entered by said user 
from said operation section of said user terminal device, selecting one or more other 
combined equipment which is different from said service equipment and is suitable 
for being combined with said service equipment based on said service equipment 
information, and displaying selection information on said combined equipment onto 
said display section of said user terminal device, 
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wherein each of said plurality of user terminal devices is so constructed as to 
perform: 

a usor informat i on memory function for storing said user 
information entered from said operation section, 

a constant data memory function for storing constant data on 
said service equipment and said one or more other combined 
equipment, 

a combin e d e quipm e nt so l oct i on function for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section and said 
constant data, and 

a s e l e ct i on i nformat i on d i splay contro l function for requesting a 
display permission from said host computer for displaying said 
selection information onto said display section on condition that said 
user information and said selection information are transmitted to said 
host computer, and displaying said selection information onto said 
display section only when said display permission is obtained from said 
host computer, and 
wherein said host computer is so constructed as to perform: 
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an i nformat i on momory a function for storing said user 
information and said selection information obtained from said user 
terminal device, and 

a disp l ay perm i ss i on transm i ss i on function for transmitting said 
display permission to said user terminal device when said user 
information and said selection information are entered from said user 
terminal device. 

5. (Currently amended) A combined equipment selection system 
comprising: 

a plurality of user terminal devices each having an operation section and a 
display section and connected to a communication network and 

a host computer connected to said communication network for 
communicating with said plurality of user terminal devices and obtaining user 
information from said user terminal devices, 

said combined equipment selection system receiving service equipment 
information on a service equipment which a user wishes to use, entered by said user 
from said operation section of said user terminal device, selecting one or more other 
combined equipment which is different from said service equipment and is suitable 
for being combined with said service equipment based on said service equipment 
information, and displaying selection information on said combined equipment onto 
said display section of said user terminal device, 

wherein each of said plurality of user terminal devices is so constructed as to 
perform: 
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a uocr i nformat i on memory function for storing said user 
information entered from said operation section, 

a constant data memory function for storing constant data on 
said service equipment and said one or more other combined 
equipment, 

a variab l e data memory f unction for storing variable data out of 
data necessary for selecting said combined equipment, transmitted 
from said host computer via said communication network, 

a combined equipm e nt se l ect i on function for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section, said 
constant data and said variable data, and 

a select i on informat i on d i splay contro l function for requesting a 
display permission from said host computer for displaying said 
selection information onto said display section on condition that said 
user information and said selection information are transmitted to said 
host computer; confirming whether or not said variable data are 
updated when said display permission is obtained from said host 
computer; and displaying said selection information onto said display 
section if said variable data are not updated, or displaying said 
selection information onto said display section after carrying out again 
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said comb i nod equ i pment selection funct i on operation if said variable 
data are updated, and 
wherein said host computer is so constructed as to perform 

an i nformat i on^ memory function for storing said user 
information and said selection information obtained from said user 
terminal device, and 

a d i sp l ay permiss i on transm i ss i on f unction for transmitting 
updated said variable data and said display permission to said user 
terminal device when said user information and said selection 
information are entered from said user terminal device. 

6. (Currently amended) A combined equipment selection system 
comprising: 

a plurality of user terminal devices each having an operation section and a 
display section and connected to a communication network and 

a host computer connected to said communication network for 
communicating with said plurality of user terminal devices and obtaining user 
information from said user terminal devices, 

said combined equipment selection system receiving service equipment 
information on a service equipment which a user wishes to use, entered by said user 
from said operation section of said user terminal device, selecting one or more other 
combined equipment which is different from said service equipment and is suitable 
for being combined with said service equipment based on said service equipment 
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information, and displaying selection information on said combined equipment onto 
said display section of said user terminal device, 

wherein each of said plurality of user terminal devices is so constructed as to 
perform: 

a usor information memory function for storing said user 
information entered from said operation section, 

a constant data memory function for storing constant data on 
said service equipment and said one or more other combined 
equipment, 

a var i ab l e data memory function for storing variable data out of 
data necessary for selecting said combined equipment, transmitted 
from said host computer via said communication network, 

an update a function for receiving said variable data from said 
host computer on condition that said user information is transmitted to 
said host computer, and updating said variable data, 

a comb i ned equipment so l oction function for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section, said 
constant data and said variable data, and 

a soloction i nformat i on d i splay contro l f unction for requesting a 
dispjlay permission from said host computer for displaying said 
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selection information onto said display section on condition that said 
selection information is transmitted to said host computer, and 
displaying said selection information onto said display section when 
said display permission is obtained from said host computer, and 
wherein said host computer is so constructed as to perform: 

an informat i on momory a function for storing said user 
information and said selection information obtained from said user 
terminal device, and 

a disp l ay perm i ss i on transm i ss i on function for transmitting 
updated said variable data to said user terminal device when only said 
user information is entered from said user terminal device, or 
transmitting said display permission to said user terminal device when 
said selection information is entered from said user terminal device. 

7. (Currently amended) A program for a combined equipment selection 
system stored in a computer readable medium , being executed on a plurality of user 
terminal devices in said combined equipment selection system which comprises said 
plurality of user terminal devices each having an operation section and a display 
section and connected to a communication network, and a host computer connected 
to said communication network for communicating with said plurality of user terminal 
devices and obtaining user information from said user terminal devices, wherein said 
combined equipment selection system receives service equipment information on a 
service equipment which a user wishes to use, entered by said user from said 
operation section of said user terminal device, selects one or more other combined 
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equipment which is different from said service equipment and is suitable for being 
combined with said service equipment based on said service equipment information, 
and displays selection information on said combined equipment onto said display 
section of said user terminal device, 

said program being so constructed as to perform: 

a user i nformation memory f unction for storing said user 
information entered from said operation section, 

a constant data memory function for storing constant data on 
said service equipment and said one or more other combined 
equipment, 

a combined equ i pment se l ect i on function for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section and said 
constant data, and 

a se l ect i on i nformat i on display f unction for requesting a display 
permission from said host computer for displaying said selection 
information onto said display section on condition that said user 
information and said selection information are transmitted to said host 
computer, and displaying said selection information onto said display 
section only when said display permission is obtained from said host 
computer. 
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8. (Currently amended) A program for a combined equipment selection 
system stored in a computer readable medium , being executed on a plurality of user 
terminal devices in said combined equipment selection system which comprises said 
plurality of user terminal devices each having an operation section and a display 
section and connected to a communication network, and a host computer connected 
to said communication network for communicating with said plurality of user terminal 
devices and obtaining user information from said user terminal devices, wherein said 
combined equipment selection system receives service equipment information on a 
service equipment which a user wishes to use, entered by said user from said 
operation section of said user terminal device, selects one or more other combined 
equipment which is different from said service equipment and is suitable for being 
combined with said service equipment based on said service equipment information, 
and displays selection information on said combined equipment onto said display 
section of said user terminal device, 

said program being so constructed as to perform: 

a usor i nformation memory f unction for storing said user 

information entered from said operation section, 

a constant data memory f unction for storing constant data on 

said service equipment and said one or more other combined 

equipment, 

a var i ab l e data memory function for storing variable data out of 
data necessary for selecting said combined equipment, transmitted 
fronti said host computer via said communication network, 
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a combined equ i pm e nt selection function for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section, said 
constant data, and said variable data, and 

a selection information display control function for requesting a 
display permission from said host computer for displaying said 
selection information onto said display section on condition that said 
user information and said selection information are transmitted to said 
host computer; confirming whether or not said variable data are 
updated when said display permission is obtained from said host 
computer; and displaying said selection information onto said display 
section if said variable data are not updated, or displaying said 
selection information onto said display section after carrying out again 
said combined e quipment selection function o peration if said variable 
data are updated. 

9. (Currently amended) A program for a combined equipment selection 
system stored in a computer readable medium , being executed on a plurality of user 
terminal devices in said combined equipment selection system which comprises said 
plurality of user terminal devices each having an operation section and a display 
section and connected to a communication network, and a host computer connected 
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to said communication network for communicating with said plurality of user terminal 
devices and obtaining user information from said user terminal devices, wherein said 
combined equipment selection system receives service equipment information on a 
service equipment which a user wishes to use, entered by said user from said 
operation section of said user terminal device, selects one or more other combined 
equipment which is different from said service equipment and is suitable for being 
combined with said service equipment based on said service equipment information, 
and displays selection information on said combined equipment onto said display 
section of said user terminal device, 

said program being so constructed as to perform: 

a user i nformat i on m e mory function for storing said user 

information entered from said operation section, 

a constant data memory function for storing constant data on 

said service equipment and said one or more other combined 

equipment, 

a var i able data m e mory function for storing variable data out of 
data necessary for selecting said combined equipment, transmitted 
from said host computer via said communication network, 

an updato a function for receiving said variable data from said 
host computer on condition that said user information is transmitted to 
said host computer, and updating said variable data, 

a comb i n e d oqu i pmont se l ect i on function for carrying out a 
selection operation which selects as said selection information one or 
more other combined equipment which is different from said service 
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equipment and is suitable for being combined with said service 
equipment, based on model information and operational conditions of 
said service equipment entered from said operation section, said 
constant data, and said variable data, and 

a se l ect i on informat i on d i splay contro l function for requesting a 
display permission from said host computer for displaying said 
selection information onto said display section on condition that said 
selection information is transmitted to said host computer, and 
displaying said selection information onto said display section when 
said display permission is obtained from said host computer. 
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